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Sanitary Liquid-Ring Pump: Food, Chemical industry, Pharmacy

Application:
The SLRP pump is a sanitary,side-channel,self-priming pump suitable for use in the food-processing,
pharmaceutical and chemical industries.

It 1s specially designed for pumping materials contanining air or gas,and it can also be used for negative

suction with prior priming as well as filtration equipment.

It can be used with wine,oil,syrups,volatile products such as alcohol,acetone and other solvents,or with
products at temperatures close to boiling point. However,the main use of this pump i1s for CIP return.

Standard design:
Sanitary mechanical shaft seal
Mechanical single seal with stationary seal ring of acid resistant steel AISI 316L with sealing surface in

carbon and rotating seal rings of silicon carbide, the pump has a stainless steel shroud for protection of
the motor, and the complete unit 1s supported on four adjustable stainless steel legs.

Technical data:
Max.inlet pressure: 0.5MPa

Temperature range: -10 Cto +140 C(EPDM)

Noise level(at 1 m) < 85dB (A)

Voltage and frequency: S0Hz, 220~240V / 380~420V / 660~690V ...
Motor sizes: 50Hz: 4KW, 5.5KW, 7.5KW
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Sanitary Liquid-Ring Pump: Food, Chemical industry, Pharmacy

Motors:

1. These motors are built to comply with current International Standards International Electro technical
Commissionl E034 and IEC72

British Standard BS5000 and BS 4999

Australian Standard AS13592-2

German Standard DIN42673

EU directives to fulfill European "CE" Marking

2. These motors are built to comply with current National Standards

GB755-87 *GB10069-88 *Q/JBQS28-2000

3. Mechanical Design: Terminal boxes

4. Electrical Design

Minimum Noise and Vibration levels

Maximum Degrees of Protection

All motors are protected to IP 55 as a minimum. Higher levels of protection are available on request.
Service and Operating Conditions

Motors are designed to be insensitive to wide supply voltage fluctuations

Class F insulation offers greater reliability and security

Materials:

All product wetted parts, pump casing, casing cover and impeller are made of acid resistant steel
AISI 316L Motor shroud 1s made of stainless steel AIST 304

Seals are made of EPDM rubber

Product wetted steel parts: Acid resistant steel AISI 316L

Other steel parts: Stainless steel AISI 304

Outside surface: Semi Bright, Sandblast

Inside surface: Bright 0.4 1 m
Product wetted seals: EPDM rubber
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SLRP-20 Sanitary Liquid-Ring Pump

Medium: 20°C clean water Rotating Speed: 1440RPM Inlet Diameter: ®63.5 DN65 Suction Lift :8M
Outlet Diameter: ®63.5 DNG5

Safety tolerance should be reserved when selecting motor power.

Error: 5%

SLRP-20 Performance Curve
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SLRP-20 Technical date

Sce

Motor Power

4KW 5 5KW

A 190 216

B8 320 400

C 210 219

E 6 56

F 885 725

H min 207 215

H max 271 305

K 1895 21585

R 184 154

T 200 200

W 272 322

2 147 167

m{ﬁ'g nt 78 99
Sre SO 1SO DIN SMS BS DIN
clamp union union union union flange

D1 | 635 63.5 | DN6S | 63.5 i 63.5 l DN6S
U1 215 215 26 24 215 24
D2 635 635 DN6S 635 635 DN6S
U2 215 215 26 24 218 24
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SLRP-25 Sanitary Liquid-Ring Pump

Medium: 20°C clean water Rotating Speed: 1440RPM Inlet Diameter: ®76.2 DN80 Suction Lift :8M
Error: +5% Frequency: S50Hz Outlet Diameter: ®76.2 DN80

Safety tolerance should be reserved when selecting motor power.

SLRP-25 Performance Curve SLRP-25 Technical date
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