v e O T S 0 i S 8% 5 45 (IR 4 B
UMUNG \enzhou)Yoyond|lliquid Equipment COVITD

Centrifugal Pump
(Open Impeller,Close Impeller)
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Sanitary Centrifugal Pump

Application

Centrifugal pump is used in conveying all kinds of liquid material
In the industries of dairy, beverage, pharmaceutical and chemistry.

It conveys not only normal or middle viscous solutions but also

suspended and corrosive fluids. With its elaborate design in shell
and impeller, resistance is reduced and unhygienic dead angle is
thoroughly eliminated. Due to its special structure, the liquid flow
rate is promoted and the whole performance is improved. It's easy

to clean and with outstanding sanitary features. It meets the gentle

treatment requirement and with anti-corrosion character.

Sandard design
* Cold-formed plate casing; open impeller and close impeller

manufactured with stainless steel investment casting.

* Designed for CIP with cleanable seals and stainless steel shroud
for protection of the motor, adjustable stainless steel legs.

* According to 3A sanitary standards; IEC B35 motors, IP 55, F-class
Insulation, 50HZ.
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Sanitary Centrifugal Pump

*“% Mechanical Seal
\:‘55 The sanitary centrifugal pump is equipped with an external
; single or flushed shaft seal.

: ,2; Materials

’::,ﬂ// * Parts in contact with media AISI 316L/AISI 304
Single mechanical seal * Other parts AISI 304
// ‘:KQZ * Gaskets (standard) EPDM (FDA)/VITON/PTFE
R * Mechanical seal (standard) SiIC/SiC or C/SIC/EPDM
¥ * Inside surface finishing Ra<0.8um

* Qutside surface finishing Mirror polished/Semi bright
* Connections: Clamped, Threaded, Flanged, DIN, SMS, RJT, IDF
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Technical Data

Flushed double mechanical seal

Temperature Range: -10°C to 140°C(EPDM)
Noise Level(at 2m): 60 ~ 80dB(A)

-
==
e

ST

¥
I .:'f;_-l;
he M
/'::i |
mz
9
o = )

Open impeller max. flow: 150 m3/h

% Open impeller max. head:70H(m)

Open impeller max. pressure: 7 bar/99 PSI

Close impeller max. flow: 40 m3/h
Close impeller max. head:50H(m)

Close impeller max. pressure: 5 bar/71 PSI
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Sanitary Centrifugal Pump

Main Technical Parameters:

Model Liquid(T/h) Pump lift(m) Diameter(mm) Power(Kw)
YYD=3-16 3 16 40/32 Ry
YYD-5-24 5 24 40 1.5
YYD=-5-32 5 32 40 L
YYD-10-24 10 24 50/40 222
YYD=-10-36 10 36 50/40 3
YYD-15-24 15 24 50
YYD-20-24 20 24 50 <
YYD-20-36 20 36 50 5:5
YYD-30-24 30 36 65/50 Fo
YYD-40-36 40 36 80/65 745
YYD-50-40 50 40 80/65 11
YYD-80-30 80 30 100 15
YYD-80-40 80 40 100 18.5

YYD-100-40 22 40 125 22
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